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D-77NE
スピーカーシステム
Speaker System

取扱説明書
Instruction Manual

お買い上げいただきまして、ありがとうございます。
ご使用前にこの「取扱説明書」をよくお読みいただき、正しくお使いください。
お読みになったあとは、いつでも見られる所に保証書とともに大切に保管してください。

Thank you for purchasing an Onkyo product.
Please read this manual thoroughly before making any connections and plugging in your new 
Onkyo product.
Following the instructions in this manual will enable you to obtain optimum performance and 
listening enjoyment from your new product.
Please retain this manual for future reference.
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Precautions

Before Using Your New Speakers
0 The speaker cabinets are made out of wood and their 

performance is  therefore sensitive to extreme 
temperatures and humidity. Do not use them in 
locations subject to direct sunlight or in humid places, 
such as near an air conditioner, humidifier, bathroom, 
or kitchen.
0 Place the speakers on sturdy, flat surfaces. Putting 

them on uneven or unstable surfaces where they may 
fall and cause damage will affect the sound quality.
0 Do not keep water or other liquids close to the 

speakers. If a liquid is spilled over them, the internal 
components of the speaker unit may be damaged.
0 Do not handle the speakers with wet or damp hands.

Precautions for use
0 The speakers can handle the specified input power 

when used for normal music reproduction. If they’re 
fed any of the following signals, excessive current may 
flow in the speaker coils, causing burning or wire 
breakage.
1. Interstation noise from an untuned FM radio.
2. Audio from a cassette that’s being fast-forwarded.
3. High-pitched sounds generated by an oscillator, 

electronic musical instrument, and so on.
4. Amplifier oscillation.
5. Special test tones from audio test CDs and so on.
6. Thumps and clicks caused by connecting or 

disconnecting audio cables (always turn off your 
amplifier before connecting or disconnecting 
cables).

7. Microphone feedback.
0 The speakers contain powerful magnets. Do not put 

metal items, such as screwdrivers, close to the 
speakers, as they damage to the tweeter diaphragm.

Precautions during placement
When placing the speakers, always use the supplied cork 
spacers instead of placing the speakers directly onto the 
placement surface.
Placing the speakers without using the cork spacers may 
cause color transfer or color fading of the speakers or 
placement surface after prolonged contact. If these 
problems occur, they are not covered by warranty.
0 Color transfer or color fading may occur if the speakers 

are placed directly onto the following types of 
products.
(example of products)
Wallpaper, floor material, sofas, non-slip sheet, 
household electrical appliance cables, covers, others

Using Close to a TV or Computer
TVs and computer monitors are magnetically sensitive 
devices and as such are likely to suffer from discoloration 
or picture distortion when conventional speakers are 
placed nearby. Note that discoloration can also be 
caused by a magnet or demagnetizing tool that’s too 
close to your TV or monitor.

Care
To maintain the appearance of the speakers, you 
should periodically wipe them with a soft, dry cloth. Do 
not use abrasive cloths, thinners, alcohol, or other 
solvents that may damage the finish.
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Placement and Connections

Names of Parts

The speaker for the right-hand side is used as an 
example to illustrate the product.

Using the Supplied Cork Spacers

Be sure to use the supplied cork spacers for stable bases 
and better-quality sound. 
Attach the cork spacers to the four corners of the bottom 
of the speaker as shown below.

Removing the Speaker Grilles

You can use the speakers either with or without their 
grilles, which can be removed as follows.

At the time of purchase: Four shock absorbing pads 
are fitted between the grille and the grille attachment 
catchers. Remove them all.

Speaker placement

The left and right speakers are bilaterally symmetrical. 
Place them so that, when seen from the front, their bass-
reflex ducts are away from each other.

Tweeter

Grille 
attachment 
catcher

Squawker

Bass-reflex duct

Woofer

Grille

Cabinet

Input terminal

Front view

Side view

Cork 
spacer

Bottom

取り外し 取り付け

 



Remove Attach

shock absorbing pad

D-77NE.book  3 ページ  ２０１４年１１月１３日　木曜日　午後１２時２５分



En-4

Connecting to an Amplifier

1. Before connecting the speakers, disconnect your 
amplifier’s power cord from the wall outlet and set its 
volume control to minimum.

2. Connect the input terminals on the back of the 
speakers and the speaker output terminal of your 
amplifier with the speaker cables as shown below.
0 To connect the terminals correctly, identify which 

terminals are for L (left channel) and R (right 
channel) and which terminals and cables are + 
(positive) and - (negative).
0 Speaker cables are not supplied with the speakers.

3. Before turning on your amplifier, check the following 
points:
0 Check carefully that the + (positive) 

and - (negative) speaker cables are not 
short-circuited (i.e., not touching each 
other). Short-circuited cables may 
cause damage to your amplifier.

0 Do not mix up + (positive), - (negative) and L (left 
channel), R (right channel) of the speaker cables. 
Doing so may weaken the bass sound, resulting in 
unstable sound localization.
0 Pull the speaker cables lightly to check that they are 

connected firmly.

Specifications

0 Specifications and appearance are subject to change 
for improvement without prior notice.

The speaker’s rated impedance is 6 h. Make sure 
you connect an amplifier that is compatible with a 6 h 
impedance.

Peel the 
insulation off the 
ends of the 
speaker cable 
and twist the core 
wires.

Loosen the 
terminal screw and 
insert the speaker 
cable into the hole 
(until the core wires 
are inserted fully).

Fasten the terminal 
screw.

R (right channel) 
speaker

L (left channel) 
speaker

Speaker 
output terminal 
of your 
amplifier

Type: 3-way bass reflex
Impedance: 6 h
Maximum input power: 150 W
Output sound pressure level: 90 dB/W/m
Frequency response: 30 Hz - 50 kHz
Crossover frequency: 420 Hz, 3.2 kHz
Cabinet capacity: 59.5 L
Speakers

Woofer:
Squawker:

Tweeter:

11-13/16" (30 cm) cone type
4-3/4" (12 cm) cone type
1-9/16" (4 cm) composite 
dome type

Dimensions (W × H × D): 14-15/16" × 26" × 14-15/16"
(380 × 660 × 380 mm)
(incl. grille and projection)

Weight (per speaker): 56.22 lbs. (25.5 kg)
Terminal: Gold-plated machined brass 

screw terminals
(Banana type supported)

Accessories: Cork spacer × 8
Other: Non-magnetic shielding/

Bilaterally symmetrical design
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Kitahama Chuo Bldg, 2-2-22 Kitahama, Chuo-ku, OSAKA 541-0041, JAPAN
http://www.onkyo.com/

18 Park Way, Upper Saddle River, N.J. 07458, U.S.A. 
For Dealer, Service, Order and all other Business Inquiries:  
Tel: 201-785-2600  Fax: 201-785-2650  
http://www.us.onkyo.com/ 
For Product Support Team Only: 
1-800-229-1687 
http://www.us.onkyo.com/ 

Liegnitzerstrasse 6, 82194 Groebenzell, GERMANY 
Tel: +49-8142-4401-0  Fax: +49-8142-4208-213  
http://www.eu.onkyo.com/ 

Unit 1033, 10/F, Star House, No 3, Salisbury Road, Tsim Sha Tsui Kowloon, Hong Kong. 
Tel: 852-2429-3118  Fax: 852-2428-9039 
http://www.hk.onkyo.com/ 

The Americas 

China 

Europe 

Asia, Oceania, Middle East, Africa 
Please contact an Onkyo distributor referring to Onkyo SUPPORT site. 
http://www.intl.onkyo.com/support/ 
The above-mentioned information is subject to change without prior notice.  
Visit the Onkyo web site for the latest update. 

(Hong Kong) 

Meridien House, Ground floor, 69 - 71 Clarendon Road, Watford, Hertfordshire, WD17 1DS, United Kingdom  
Tel: +44 (0)8712-00-19-96  Fax: +44 (0)8712-00-19-95 

D-77NE.book  16 ページ  ２０１４年１１月１３日　木曜日　午後１２時２５分




